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I. INTRODUCTION 

In studying the physical properties of the interplanetary medium, the 

manner in which the various parameters describing the medium depend upon 

direction is of major theoretical importance. For example: the angular 

dependence of plasma properties, the distribution in direction of 

meteoroid arrival vectors, and the angular dependence of the cosmic 

radiation flux, to name a few, are important relationships which give great 

insight into the physics of the solar system. For this reason, a number of 

contemporary spacecraft have been designed with such directional studies as 

major objectives and there will be increasing emphasis on such studies in 

the future. When all the relevant factors are taken into account, it is found 

that a spacecraft spinning about a single axis fixed in inertial space is 

the best vehicle for such studies, as exemplified by satellites of the IMP 

or the Pioneer classes. In such a satellite, the determination of direction 

of viewing can be transformed into the measurement of time elapsed since 

the detector pointed in some known direction (which is most commonly the 

sun). 
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In measuring some physical phenomena as functions of spacecraft 

rotation azimuth, it is often true that the rate at which the phenomena 

change is slow compared t o  the spin period of the satellite. Consequently, 

transmission of the measured quantity as a function of azimuth on each and 

every spin rotation of the satellite is extremely wasteful of spacecraft 

telemetry capacity, and some on-board averaging prior to data transmission 

results in a great saving in the bandwidth required, without adversely 

affecting the usefulness of the resulting data. 

computation can result in considerable conservation of telemetry bandwidth, 

at the expense of added complexity on the spacecraft. In many modern 

satellites, and deep space probes, this is the preferable compromise. 

That is, on-board data 

In this paper, we describe a system flown on the Pioneer VI and VI1 

spacecrafts, and to be flown on other vehicles, which contains a highly 

accurate digital directional computer, and which, in addition, incorporates 

extremely stmple data computation to minimise telemetry bandwidth requirements. 

The in-flight performance of the complete system is reviewed: 

the continuous adaption to changes in the spacecraft spin frequency is 

demonstrated and the accumulation time accuracy (vide infra) is shown to 

be better than 2.5 parts in l o5  at all times during more than nine months 

of continuous in-flight operation. 

in particular, 

11. SYSTEM CONSTRAINTS 

The experiments to be described were designed to measure the 
[I1 cosmic radiation flux as a function of direction. 

diagram (Figure 1) illustrates the operation of the Pioneer VI and VI1 

experiments and will permit definition of the most important system 

constraint. Similar considerations apply to the other spacecraft systems. 

A directional cosmic ray detector is mounted on the spacecraft, such as to 

A simplified block 

record cosmic rays arriving from directions normal to the spacecraft spin 
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axis. 

four "Quadrants" of about 89.5 

output of the pulse height analyser in the detector, there are four binary 

accumulators, one for each of the four quadrants of satellite spin rotation. 

Each time a pulse appears at the pulse height analysis output, it is routed to the 

appropriate quadrant accumulator via the gate which is, at the instant, 

enabled. 

which time the data within the accumulator are read out to the spacecraft telemetry 

encoder. In the manner, the cosmic ray counting rate is computed as a function 

of spacecraft azimuth. 

The complete 360' of spacecraft spin rotation is divided up into 
0 
each(see Figure 2). Corresponding to each 

This process is repeated for a number of spin periods, after 

The major system constraint is that an anisotropy (i.e., a directional 

dependence) of the cosmic radiation as small as 1 part in lo3 has to be capable 

of detection without ambiguity. r2'3y41 This implies that the accumulation times for 

the 4 quadrant accumulators must exhibit an equality of this precision or better, 

in order that differences in accumulation time should not produce results which 

would be taken to imply an anisotropy in the cosmic radiation. 

a design goal of equality of accumulation time to within 1 part in 10 was set. 

Since the spin frequency of a spacecraft changes with time, an adaptive system 

is necessary. 

To be conservative, 
4 

The digital "Aspect clock" designed to meet the above design goal has 

consistently surpassed the above design goals during the six months of flight 

of Pioneer VI. 

laboratory divide the spin period of the vehicle into either 32, 8 or 4 rigorously 

The various systems of a similar nature developed In this 

equal intervals of time and consequently in what follows, we describe a generalize 

2m interval aspect clock. 
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111. GENERAL THEORY OF OPERATION 

The bas ic  log ic  of the  aspect  clock is  presented i n  (Figure 3 ) .  A 

s u i t a b l e  frequency source f feeds two cascaded ripple- through counters ,  

COUNTER-M and COUNTER-N, v i a  a ga te  which i s  cont ro l led  by a s u i t a b l y  

shaped pulse generated by an o p t i c a l  aspect  sensor located on the  perimeter 

of the  spinning spacec ra f t .  COUNTER-M cons i s t s  of M b ina r i e s ,  hence the  output  

frequency i s  f/2m. I n  the  period of t i m e  T between the  cessa t ion  of  one 

sun pulse,  and the  commencement of the  next ,  N pulses  a r e  counted by 

COUNTER-N, where N i s  given by Tf = 2 N + R, where R,the remainder, i s  less 

than 2". 

spacecraf t .  

m 

That i s ,  N i s  an adaptive measure of the  sp in  period of the  

A t  the  i n s t a n t  a t  which the  o p t i c a l  aspect  pulse c loses  the  input  ga te  

t o  Counter-M, the  content  of Counter-N i s  p a r a l l e l  sh i f t ed  t o  REGISTER-N, 

where it a c t s  a s  a sp in  period reference  during the  subsequent sp in  period. 

Each corresponding b i t  of COUNTER-N' and REGISTER-N feeds in to  a p a r a l l e l -  

comparison-gate ( i n  the  form of a "half  adder" o r  an "exclusive OR" depending 

upon the  log ic  form used). The outputs  of these  comparison gates  feed i n t o  

an n-input "AND" gate .  Hence, each time t h a t  a l l  corresponding b i t s  i n  

REGISTER-N and COUNTER-N' a r e  a t  the  same l o g i c a l  s t a t e ,  a coincidence 

pulse i s  produced a t  the  "AND" gate  output ,  and Counter-" i s  r e s e t  t o  

zero. Since the  input  pulse r a t e  t o  Counter-N' i s  f ,  i t  w i l l  repeat  t h i s  

cycle  2" t i m e s  during the  period of t i m e  T, and w i l l  conta in  

a t  the  commencement of the  subsequent sun pulse. 

a remainder R 

. m  
The 2 coincidence pulses  which a r e  generated during each sp in  period 

a r e  separated from one another  by exact ly  N/f seconds, and hence the  pulse 

separa t ion  equa l i ty  i s  l imi ted  only by t h e  shor t  term s t a b i l i t y  of f ,  

p rac t i ce ,  f i s  c r y s t a l  con t ro l l ed ,  and hence the i n t e r v a l s  of t i m e  defined 

by the  coincidence pulses  a r e  equal t o  wi th in  about 1 p a r t  i n  lo5 o r  b e t t e r ,  

I n  
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Since the spin rates of most spacecraft change over a period of time 

due to torques introduced by light pressures on the solar panels, solar 

wind pressures, or out-gassing from orientation systems, a system such as 

this must be capable of accommodating to gradual changes in spin period. If 

the remainder R were to be zero in the system just described the next sun 

pulse might occur before the final 2m-th coincidence pulse from the "AND" 

gate has occurred, For example, such a "race" problem would occur when 

R = 0 due to the asynchronous nature of the spacecraft sun period, and the 

frequency f. Likewise, if the spacecraft were to be precessing, the time 

interval between successive sun pulses would show a sinusoidal variation with 

time, which would introduce rate problems. 

eliminated by introducing a small but deliberate dead time period prior to 

These problems can be easily 

each sun acquisition. 

simple (for instance resetting COUNTER-N to all "ones" instead of "zeros" 

The implementation of such a dead time can be quite 

following a sun acquisition) and this dead time will do no harm to the 

scientific measurements provided that N is reasonably large (N>100). 

In the Pioneer VI aspect clock f = 5.461 kc/sec, m = 5, and the nominal 

spin period T = 1.0 second. To provide a fixed dead time of 5.86 msec, the 

M-Counter is reset to "all ones" during the sun pulse. Hence, the number N 

in the N-Counter after one spin period = 172. Since the remainder R can be 

as great as (2m-l)/f, there is a variable dead time of maximum deviation 

5.86 msec and the total deadtime can lie within the range 5.86 to 11.72 

milliseconds, corresponding to between 2 and 4 degrees of spacecraft rotation. 

At any given time during flight, the deadtime duration is known with an 

accuracy of better than 2 0.2 msec. 

the spacecraft spin period, and the dead time are displayed for fourmonths 

of flight. 

In Figure 4a the temporal variation of 
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The aspect clock is tolerant to wide deviations from the nominal 

spacecraft spin period and to variations in F. The limiting spin period 

will be such that the combined M and N-Counters overflow during a single 

spin period: 

given by 213 = 5.461 x Tm, i.e. Tm = 1.5 sec. If it were deemed desirable 

to extend the limits of operation, further binary stages could be added to 

the N-Counter . 

-i.e. the maximum spin period Tm for the Pioneer VI system is 

An inflight verification of the equality of time division is obtained 

by feeding a 6.7 kc/sec pulse rate to the quadrant gate inputs for one spin 

rotation during the calibration sequence which is initiated by radio command 

once every 4 hours. 

the various quadrant accumulation times have at all times been equal to 

within 2.5 parts in 10 . Since the time interval between the successive 

2 coincidence pulses is N/f, i.e., it is quantised in units of l/f seconds, 

the accumulation time in a system such as flown on Pioneer VI exhibits a 

discontinuous change each time N changes (see Figure 4 b ) .  On Pioneer VI and 

VII, 

hence the number of 6.7 kc/sec pulses counted during the calibration sequence 

changed abruptly by 10 5 1 each time the number N changed (as a consequence of 

the changing spin period). 

could be monitored at all times during the flight. 

In this way it has been possible to demonstrate that 

5 

m 

the quadrant accumulation times were "quantised" in units of 1.465 msec, 

In this manner the operation of the aspect clock 

Bearing the design requirements of equality of accumulation time in 

mind, it will be clear that in addition to generating rigorously equal 

gating signals, the data must be read out from the quadrant accumulators in 

a manner which is synchronous with the sun. That is, an unbuffered read out 

into a conventional telemetry encoder, in which the time of readout is 

determined by the encoder timing circuitry, alone, is unacceptable. In 

the systems developed within this laboratory, the data are readout f r m  
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the quadrant accumulators into a 24 bit buffer a dead 

the encoder interrogates the experiment. At the time 

interrogated, the data are readout from this buffer. 

time shortly before 

the experiment is 

This insures that 

all of the quadrant measurements correspond to accumulation during an 

identical number of complete spin periods of the spacecraft. 

IV . IMPLEMENTATION 
The aspect clock as flown on Pioneer VI and VI1 is constructed from 

about 60 TI Series-51 type integrated circuits. 

and consumes 150 milliwatts of regulated power (a photo of the total interograted 

circuits signal conditioner electronics as shown in Fig. 5). 

It weighs about 40 grames, 

In the Pioneer instrument, m = 5, hence, there are 32 coincidence pulses 

(2m pulses) per spin period, each representing a n/16 rotation of the spacecraft. 

Under normal circumstances these pulses are scaled in a 3-bit counter to yield 

4 pulses per spin period, these being used to define the four "quadrants" 

employed in the spacecraft; i.e., the quadrants are defined by the logic 

combination 8.16, 8.16, 8.16, and 8.16. To reduce the accumulation time of each 

"Quadrant" by a factor of 8, and to change the mean direction of viewing of 

the instrument, (see shaded area of Figure 2) it is merely necessary to 

generate the logic S = 1.2.4 from the three binaries in the prescaler, and 

then define the four quadrants by the logic combinations 8.16.5, 8.16.S, z.16.S, 

and 8.16.S. 

from earth whenever the cosmic ray counting rates increase to the point where 

the bit quadrant accumulators tend to overflow, 

dynamic range by prescaling after quadrant division would have required 48 

additionalbinaries, and 96 additional gates, as compared to the 6 binaries and 

about 10 gates required 

--  - -  

- - -  
--  

In the Pioneer instrument this change is affected by radio command 

An equivalent extension in 

to implement the above. 
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Figure 6 showing the actual detailed schematic of the aspect clock 

system as implemented on Pioneer VI and VI1 is included for information 

to designers. 

However, a good portion of the circuit is self explanatory 

generalized aspect clock block diagram (Figure 3 )  and the instrument logic 

(Figure 1). 

Space does not allow an analysis of this schematic here. 

from the 

It will be noted that this system features circuitry which inhibits 

the sun pulse signal except for a limited window of arc. This is to avoid 

difficulties due to potential noise on the sun sensor line. Because of 

this feature 

the possibility of the system "locking up" on some integral multiple 

of the actual spin period (eg. 477 radians instead of 2n radians). 

During each ground comanded calibrate sequence of the instrument, the 

aspect system "looks" for a full 360' for a sun pulse via a signal to the 

"2n Search" command line (see lower right portions of Figure 6). 

Also, in this system, a free-run mode was provided in case there 

additional ancillary circuitry is provided to preclude 

was either intermittent, or permanent failure of the optical aspect 

device. Thus, if a suzi pulse had not been detected within milliseconds 

after its expected occurence, the aspect clock generated a simulated 

sun pulse, and continues to aspect divide, always using the last value 

of N successfully computed from the sun. The Pioneer VI instrument has 

never been observed to be in free-run. 

V. CONCLUSIONS 

The scientific information obtained from this GRCSW cosmic ray 

experiment utilizing the aspect dividing system described above has already 

lead to the discovery of some important features of the interplanetary 
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magnetic field. Preliminary conclusions based on data received from 

Pioneer VI are discussed in other publications.r5y63 Early data from 

Pioneer VI1 are now being analyzed. 
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CAPTIONS 

Figure 1 - Simplified Block Diagram of GRCSW Cosmic Ray Anisotropy 
Experiment on Pioneer VI and V I I .  

Figure 2 - Data gate signals timing as a function of the Pioneer 
Spacecraft Azimuth. 

Figure 3 - Generalized "Aspect Clock" system logic. 
Figure 4 - (a) Pioneer VI spin period as a function of time plotted 

with the corresponding aspect clock dead times. 

(b) 
calibrate sequences plotted as a function of time showing 
discontinuities each time the number N changed. 

Quadrant accumulation time as  measured by telemetered 

Figure 5 - Photo shows complete signal conditioner package containing 
approximately 400 integrated circuits in welded modules 
mounted on two laminated six-layer printed circuit boards 
3.0 inches in diameter. The "Aspect Clock" comprises 
approximately one-seventh of this package. 

Figure 6 - Pioneer "Aspect Clock" schematic 
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FIGURE 2 
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FIGURE 5: Photo shows complete signal conditioner package containing approximately 
400 integrated circuits in welded modules mounted on two laminated six- 
layer printed circuit boards 3.0 inches in diameter. The "Aspect Clock" 
comprises approximately one-seventh of this package. 
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